
ECHKSOOB series 



Congratulations and thank you for your purchase! Before you start, please check for damage or any missing parts. 

Please visit www.NewAgePet.com/customer-service to find additional assembly videos and help in requesting 

replacement parts, as well as additional instructions on cleaning, maintaining and painting your New Age product. 

Felicitacions y gracias por su compra! Antes de empezar, por favor verifique que el contenido de esta caja este 

completo y que no se haya dariado ninguna pieza. Para mas informacion visite nuestra pagina web 

www.NewAgePet.com/customer-service donde encontrara videos de ensamblaje, ayuda para ordenar repuestos, 

instrucciones de limpieza, mantenimiento y pintura de su nuevo producto New Age. 

Felicitations et merci pour votre achat! Avant de commencer, verifiez s'il y a des dommages ou des pieces manquantes. 

Visitez www.NewAgePet.com/customer-service pour commander une piece de rechange ou pour des instructions 

supplementaires sur le nettoyage, l'entretien et la peinture de votre produit New Age. 

Herzlichen Gluckwunsch und vielen Dank fur lhren Einkauf! Bevor Sie beginnen, prufen Sie die Ware bitte auf 

Beschadigungen oder fehlende Teile. Bitte besuchen Sie die Website www.NewAgePet.com/customer-service. Sie 

finden dart zusatzliche Montage-Videos, Hilfe bei der Suche nach Ersatzteilen, sowie zusatzliche Anweisungen fur die 

Reinigung, Pflege und Bemalung lhres New-Age-Produkts. 
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• 

ECHK500B series 

ECOFLEX Panels Part#l - Part#57 

are: 

A x3 B x 1 C x 11 D x2 

Short Floor Support Bar Long Floor Support Bar Thumb Screw Door Bumper 

E x 10 F x 2 G x2 H x7 
• 

Big Nuts Roof Support Bar Long Thumb Screw Short Thumb Screw 

I x 1 K xl L x2 

Floor Support Bar Pins Small Nuts Screw Tool 
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When installing wall panels, make sure the two connecting panels are at a 90 degree angle vertical to the ground, and 90 
degree perpendicular to each other. Tilting in any way might cause damage to the groove. 

Part Label. 

All Parts are labeled in the sequence of assembly. 
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IMPORTANT ASSEMBLY TIPS 

Before the launch of a new New Age productJ we have conducted in depth testing and surveys with 

send users and industry authorities. We thank those who have contributed to the development of 

the product and have helped with tips on the assembly and maintenance of the products. 

~) Assem e on a ar , at sur ace. Once assembled, you can easily move the structure 

to its final location. 

~) Sort t e parts y sequence num er. We know you are eager to dive in, but spending 

a few minutes to sort and layout the parts by ascending number will actually save you time, 

frustration and possibly missing a step part in assembly sequence. 

~) Note t e i erences in t e pane e ges. For wall, roof and floor panels, we use an 

industry standard tongue and groove design. Once panel edge has a groove the opposite edge 

has a tongue. In assembly, the groove always faces down with the exception of floor panels. 

It is important to make sure the tongue is completely inserted into the groove. 

~) Note t e i erence etween t e insi e an outsi e o t e wa pane s. As 

a general rule, the smooth side of the panels face to the inside of the structure, the slatted sides 

face out. Floor panels can be assembled either way. 
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• 

This side of column 01 has no --- ----...._ 

assembly hole on top. 

Note the position of this floor support 

bin is facing away from column 01 . 

• 

Note: After install Panel 03 , make sure the FLAT 

side of panel 01 and 03 are facing inside, and the 

slatted sides are facing out. 



• • 

Move assembled parts 04 & 05 and 03 

near to each other. Lift 03 upward as 

shown, then tilt 04 & 05 so 03 is 

perpendicular to 05 . Insert 03 into 05 . 

03 

05 

03 
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Floor support bin --Assembly holes 

07 

04 

05 06 

03 02 

Front door openning Assembly holes 

So far you have setup the wall base panels, 
~ 

02 , 03 , os & 08 ; and the 4 column posts. 
Step back and stand facing the front door 
open. Do a quick check: 

• The FLAT SIDES of the all wall panels are 
facing inside. 

• The floor support brackets are located on the 
lower edge of the flat side of 3 and 8 panels. 

• The assembly holes on the two front 
columns 01 & 04 are facing each other;same 

as the assembly holes on the two back columns 

06 & 07 . 

Once you check all the above, you are 
ready to move on ... 
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Xl 

X 3 
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Hold panel 13 at the two corner 

cutouts. Slightly angel 13 into 

12 . Release panel 13 , then 

gently push it down. 

12 

. for selected models 

Note: Jumbo Fontana comes with 2 roosting bars. 

Put the roosting bars 56 and 57 into the U-shaped slots 

on wall panels 14 and 15 
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• 

Place door frame 28 into one of the lower corners 

of the door opening, then push the other end down 

gently. The side of the frame piece with part# bar 

code should be facing inside the barn. Same for all 

door frame pieces. 

-

x2 

-

-
.,___ ...... 

• 

Insert Door Bumpers into 

the predrilled holes in the upper 

corners of Door • 

Insert one end of a pin J into the hole in door 

panel 31 , the other end into the hole in door 

frame 29 . Repeat on the other side. Place the 

assembled unit in the door opening as shown. 



• 

IMPORTANT: Make sure the door 31 is swung out when 
putting part 32 and 33 onto the structure. If you have 
the door swung in here, it won 1t be able to swing back out 
after part 32 is installed. 

• 
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© 
1 1 /4" (3.2CM) 

X4+ X4 

' 
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• 

Parts 40 and 41 should be installed 

with the flange attaching to the inside 

of the wall panels. 

© 
1 1 /4" (3.2CM) 

• 

X6+ X6 



• 

x 2 

• 

Insert the edge of Part 42 with 

the corner cutouts first. 
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© 
2 1 /4" (5.6CM) 
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• 

Tilt 47 as shown. Align the top of 47 with the notch in 

34 . Push to lower part of 47 sideways until vertical. 



• 

• 
48 

08 

• 

47 

At an angle, place 49 on the top 

edge of 08 between 47 and 

48 Then push down gently. 

20 



• • 

~ 
7/8" (2.2CM) 

' 

x 4 

xl 
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• 

Slip the tongue of 51 into the groove of 52 and 
hold at an angle as shown. Position in the space 
as shown and push down to seat. 

• 

When installing the divider, please note the side 

with an angled cut is facing inside of the barn, as 

shown in the close-up drawing. 

Slide divider and ~ into the 
''u'' shaped guides in the wall panels. 
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• • 

Locking Nesting Box (optional): 

© 
1 1 /4" (3.2CM) 

x2 

CB 
7/8" (2.2CM) 
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It is very important to keep the barn clean for healthy chickens. The Easy to Assemble 

design will be appreciated when it is time to clean. 

Remove one or more roof panels by reversing step 28 and 27 of the assembly instruction. 

You now have access to the entire inside of the house. 

We recommend using a detergent with strong grease cutting capabilities and safe to 

use around you, your kids and the chickens. After washing, rinse and then wipe down 

the panels. Don't forget to clean the inside of the roof panels. Allow the interior to air 

dry thoroughly and reassemble. 

Once the house is clean and dry, re-assemble the roof panels. 
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